
Guide to Heavy Duty Cone Clutches for BCS Tractors, 1995 to Present.

The chart below lists the heavy duty cone clutches supplied on all units produced, beginning 
in 1995.  These clutches no longer utilize the spacer for the cranksaft.  They now have a bearing 
and protection washer.  This bearing is used as a spacer and does not support the crankshaft. 
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Model # Engine HD Clutch Current Part # Superseded by: Crank Size Thread Set
710 5hp B&S 592.56265 592.56275 592C1010 3/4" 5/16 x 24

710 5.5hp Intek 592.56265 592.56275 592C1010 3/4" 5/16 x 24
710 5.5hp Honda GX160 592.56265 592.56275 592C1010 3/4" 5/16 x 24
710 5.5hp Subaru SP170 592.56275 Current 592C1010 3/4" 5/16 x 24
710 7hp Kohler CH270 592.C1010 592.C1010 592C1010 3/4” 5/16 x 24
710 8hp Honda GX240 592.56253 592.56279 592C1011 1" 7/16 x 20
712 5.5hp Honda GX160 592.56265 592.56275 592C1010 3/4" 5/16 x 24
712 8hp Honda GX240 592.56253 592.56279 592C1011 1" 7/16 x 20
716 5hp B&S IP 592.56265 592.56275 592C1010 3/4" 5/16 x 24
716 6.5hp Intek 592.56265 592.56275 592C1010 3/4" 5/16 x 24
718 6.5hp Intek 592.56265 592.56275 592C1010 3/4" 5/16 x 24
718 6hp Honda GX200 592.56265 592.56275 592C1010 3/4” 5/16 x 24
720 8hp Kohler 592.47907 Current 59247508 1" Set Screw
720 8hp B&S IP 592.56253 592.56279 592C1011 1" 7/16 x 20
722 8hp B&S Intek 592.47907 Current 59247508 1" Set Screw
722 8hp Honda GX240 592.56253 592.56279 592C1011 1" 7/16 x 20
730 8hp Kohler 592.47907 Current 59247508 1" Set Screw
730 9hp B&S Vanguard 592.56253 592.56279 592C1011 1" 7/16 x 20
730 11hp Honda GX340 592.56257 592.56280 592C1012 1" 3/8 x 24
732 9.5hp Kohler CH395 592C1020 592C1020 592C1020 1” 7/16 x 20
732 11hp Honda GX340 592.56257 592.56280 592C1012 1" 3/8 x 24
830 8hp Kohler Command PRO CS 592.47907 Current 59247508 1" Set Screw
830 9hp B&S Vanguard 592.56253 592.56279 592C1011 1" 7/16 x 20
850 14hp B&S Vanguard 592.47970 Current 59247573 1" Set Screw
850 12hp Kohler Command PRO CS 592.56257 592.56280 592C1012 1" 3/8 x 24
852 13hp Honda GX390 592.56257 592.56280 592C1012 1" 3/8 x 24
853 13hp Honda GX390 592.56257 592.56280 592C1012 1" 3/8 x 24
853 14hp Kohler Diesel 592.47823 592.47823 59247823 Tapered M8x1.25x25
853 10hp Yanmar Diesel 592.47971 Current 59247823 Tapered M8x1.25x25
945 14hp Vanguard 592.47906 Current 59247491 1.25" Set Screw
946 14hp Vanguard 592.47970 Current 59247573 1" Set Screw
948 13hp Honda GX390 592.56257 592.56280 592C1012 1" 3/8 x 24

Torque Specs
3/8 x 24 25 lbs

5/16 x 24 14 lbs
7/16 x 20 40 lbs


